
to make the world of the child
more exceptional

Attention!

Danger of suffocation. Hold the 
strings and loops of chains 
beyond the reach of small 
children. The packaging contains 
small pieces. There is ingestion 
and choking risk on small 
elements by children.

BLIND INSTALLATION

REMOVAL OF THE BLIND

Fixing the blind’s brackets
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Fixing the blind brackets2.
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Mount the plastic brackets (from 2 to 5, depending on the blind's width) to 
the wall (fig. a) or the ceiling (fig. b) at equal height, at equal intervals, using 
the supplied screws or expansion bolts (recommended, not included in the 
set), paying attention to the location of additional elements on the rail 
(locking mechanism and vias).

USE OF THE BLIND

Pulling up 
of the blind

1.
Pulling the string on the side
we pull up the blind. 

Blocking 
of blind

2.
After a light and slow letting 
of the blind's string it will 
automatically lock.

The rail with a blind should be put on from the top, pressing the lower 
edge until you hear a clear click (fig. c).

Installation of the safety hook3.
Fix the safety hook to the wall on the appropriate side of the window at a 
convenient height with two screws (not supplied with the blind). The string 
should be wrapped around the hook, leaving no hanging part (fig. d).

ATTENTION! The maximum pulled-up roller 
blind has height of about 30 - 40 cm. This 
should be taken into account when selecting 
the location of the brackets, so the rolled-up 
blind would not collide in opening of the 
window.  

Uncoupling the rail with the blind from 
the brackets

1.
To detach the rail with the blind from the 
bracket with your finger press the lever 
under the bracket of the roller and slightly tilt 
the rail from below to yourself (Fig. e).

Preparation of the blind for washing2.
The blind can be detached from the rail (it is fastened with Velcro) after 
being dismantled. Stiffeners (plastic straws or rods) should be gently 
removed from their ducts. In the case of metal rods it may be necessary to 
gently rip the sewing thread. ATTENTION! Before you detach the blind, 
remember the position of strings to lace it again.

Release 
of blind

3.
To lower the blind, you must 
slightly move the string 
away from wall and pull it.

Lowering 
of blind

4.
After releasing the blind 
from brake loosening the 
string lowers the blind.

instruction


